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When an electric field is applied to or removed企oman alkali halideαystal， a 
current due to a dielectric relaxation flows in a CIγsta1. The current is very weak 
and rapidly decreases several orders in magnitude with time. The usual 
measurement wi出 acurrent amplifier and a recorder is inefficient， laborious， 
tedious and inaccurate. The aim of the present improvement is automatic 
measurement of the relaxation current. 



























































d.: doped 174t 6400V/cm 
• : doped 174t 400V/cm 
ロdoped142t 400V/cm 
• : pure 176"(; 400V/cm 
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る。そのため、 ND変換用の ICとして 20ビット (0.0001%)の分解能をもっ、高精度、広ダイ
ナミックレンジの電荷デジタイジング NDコンパータである DDC101(Burr-Brown) を用いたc
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今回、 FPGLとして EPF8452A(Altera)を用い、回路の設計には、ハードウエア記述言語の AHDL
(Altera-HDL) を{吏用した。
今回の計測システムでは、 DDCI0lへのノイズの影響を減らすために、パソコンの外部に AlD




コントロールボードのブロック図を図 6に示す。 DDCI0lを初期設定するための SET UPデー
タはパソコンから 12ピットパラレルーシリアル変換回路を通ってシリアノレデータに変換されてか
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